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(57) ABSTRACT

A front bracket has a fixed part that is fixed to a bottom plate
and vertical plates, and a pair of protruded parts that are
protruded backward from a rear part of the fixed part so as to
extend upper parts of sidewall parts. The fixed part and the
protruded parts are sandwiched between opposite surfaces
that are opposite to each other at front parts of the vertical
plates. The protruded parts are welded to opposite surfaces of
the vertical plates that are brought into contact with the pro-
truded parts. Each welded portion between the protruded part
and the opposite surface of the vertical plate is formed along
an edge of the protruded part that is in contact with the
opposite surface of the vertical plate.
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1
WORKING MACHINE

BACKGROUND OF THE INVENTION

1. Field of the Invention

The present invention relates to a working machine having
an attachment that can swing around two axes of a horizontal
axis and a vertical axis, and particularly relates to a front
bracket that supports the attachment.

2. Description of the Related Art

FIG. 1 shows an example of such a working machine. The
working machine shown is a small-type hydraulic shovel, and
includes a lower propelling body 104, an upper slewing body
100 pivotably provided on the lower propelling body 104, and
an attachment 101 fitted to a front part of the upper slewing
body 100.

The attachment 101 has a bucket, an arm, a boom, and
hydraulic cylinders. The attachment 101 is also supported by
a front bracket 102 provided in the upper slewing body 100,
via a swing bracket 103.

Specifically, a base end part of the attachment 101 is sup-
ported by the swing bracket 103 turnably around a horizontal
axis HJ. The swing bracket 103 is supported by the front
bracket 102 turnably around a vertical axis VI. Accordingly,
the hydraulic shovel shown can swing the attachment 101 to
a right and left direction, in addition to being able to raise or
lower the attachment 101 like a general hydraulic shovel.

Such structures of a swing bracket and a front bracket are
disclosed in Japanese Unexamined Patent Application No.
2005-336920, Japanese Unexamined Patent Application No.
2005-16019, and Japanese Unexamined Patent Application
No. 2002-146834, for example.

In general, a lower part of a rear part of the front bracket
102 is fixed to a bottom plate (not shown) pivotably supported
by the lower propelling body 104. On the other hand, an upper
part of the rear part of the front bracket 102 is welded to an
upper end part of a vertical plate (not shown) stood on the
bottom plate.

The working machine of this type has a problem in that
stress tends to be concentrated to a welded portion of the front
bracket 102, particularly, to a welded portion between the
upper part of the rear part of the front bracket 102 and the
vertical plate.

FIGS. 2A and 2B are enlarged views of portions indicated
by an arrow X in FIG. 1.

When the attachment 101 is raised or lowered around the
horizontal axis HJ, particularly when the attachment 101 is
turned from a turned-up state (a virtual line) to a turned-down
state (a solid line), strong load is applied to the front bracket
102 by the work of moment of force.

Specifically, the front bracket 102 is applied with force ina
counterclockwise direction including force that presses the
front bracket 102 upward, and force that stretches the front
bracket 102 forward, as indicated by a void arrow in FIG. 2.

Further, when the attachment 101 is raised or lowered in a
state that the attachment 101 is swung in a left or right direc-
tion, much stronger force is applied to the front bracket 102 in
a left or right side.

Particularly, strong force is applied to the upper part of the
front bracket 102.

Therefore, when the above force is applied to the front
bracket 102, stress is concentrated to the welded portion of
the front bracket 102, particularly, to the welded portion at the
upper part of the rear part of the front bracket 102. Because
the raise/lower operation of the attachment 101 is frequently
performed, the stress concentration occurs repeatedly.
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The upper part of the front bracket 102 is welded to an
upper part of the vertical plate stood on the bottom plate.
Because the upper part of the vertical plate is a free end,
unlike a lower part of the vertical plate that is fixed to the
bottom plate, strength and rigidity of the upper part of the
vertical plate are structurally lower than strength and rigidity
of the lower part of the vertical plate.

Consequently, when the attachment 101 is used for a long
period, the welded portion of the front bracket 102 might be
broken, and this is an important problem to be solved in
securing durability of the working machine.

SUMMARY OF THE INVENTION

An object of the present invention is to provide a working
machine that is excellent in strength and rigidity, by mitigat-
ing stress concentration to a welded portion of a front bracket.

To solve the above problem, the present invention provides
a working machine including a lower propelling body, an
upper slewing body provided pivotably around a pivot axis set
in advance on the lower propelling body, and an attachment
supported swingably by a front part of the upper slewing body
around two axes, which are a vertical axis parallel to the pivot
axis and a horizontal axis orthogonal to the pivot axis,
wherein the upper slewing body has a bottom plate pivotably
supported by the lower propelling body, a pair of vertical
plates stood on the bottom plate so as to face each other in a
right and left direction and to be extended to a front and rear
direction, a swing bracket swingably supporting the attach-
ment around the horizontal axis, and a front bracket swing-
ably supporting the swing bracket around the vertical axis,
wherein the front bracket includes a fixed part fixed to the
bottom plate and the vertical plate, the fixed part having an
upper wall part and a lower wall part opposite to each other in
an up and down direction, a pair of sidewall parts opposite to
each other in the right and left direction and also joining the
upper wall part and the lower wall part, and a rear wall part
joining a rear part of the upper wall part, a rear part of the
lower wall part, and rear parts of the pair of sidewall parts, and
apair of protruded parts protruded backward from a rear part
of the fixed part by exceeding the rear wall part and also
integrally joined respectively to the upper parts of the side-
wall parts, wherein the fixed part and both of the protruded
parts are sandwiched between opposite surfaces that are
opposite to each other at front parts of both of the vertical
plates, and wherein the protruded parts are welded to the
opposite surfaces of the vertical plates that are brought into
contact with the protruded parts, and each welded portion
between the protruded part and the opposite surface of the
vertical plate is formed along an edge of the protruded part
that is in contact with the opposite surface of the vertical plate.

According to the present invention, by mitigating the stress
concentration to the welded portion of the front bracket,
strength and rigidity of the front bracket can be improved.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1 is a schematic side view showing an example of a
conventional working machine;

FIG. 2A is an enlarged view of a portion indicated by an
arrow X in FIG. 1, and FIG. 2B is a plan view of the portion
in FIG. 2A;

FIG. 3 is a schematic side view of a total configuration of a
working machine according to an embodiment of the present
invention;

FIG. 4 is a schematic perspective view from a right upper
inclined direction of the working machine shown in FIG. 3;
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FIG. 5 is a schematic perspective view of a base of the
working machine in FIG. 4;

FIG. 6 is an exploded perspective view of a joint construc-
tion of the front bracket;

FIG.7is aperspective view of ajoint construction of a front
bracket;

FIG. 8 is a schematic plan view of the base;

FIG. 9 is a cross-sectional view along a line Y-Y in FIG. 8;

FIGS. 10A and 10B are schematic cross-sectional views of
modifications of the front bracket; and

FIG. 11 is a schematic perspective view of a modification
of the front bracket.

DESCRIPTION OF THE PREFERRED
EMBODIMENT

Anembodiment of the present invention is described below
with reference to the appended drawings. The following
embodiment is an example of materialization of the present
invention, and does not limit a technical range of the present
invention.

FIGS. 3 and 4 show a hydraulic shovel 1 (an example of a
working machine) to which the present invention is applied.
The hydraulic shovel 1 is a small type machine having a small
slewing radius, and includes a lower propelling body 2 having
crawlers, an upper slewing body 3 provided on the lower
propelling body 2 so as to be pivotable around a pivot axis RJ
set in advance, and an attachment 10 fitted to the upper slew-
ing body 3.

The upper slewing body 3 includes a side machine room 4
for accommodating a fuel tank, a hydraulic oil tank, and the
like and arranged at a right side of the upper slewing body 3,
a rear machine room 5 for accommodating an engine and the
like and arranged at a rear side of the upper slewing body 3, an
operation space 6 provided with a drive seat, an operation
lever, and the like and arranged at a left side of the upper
slewing body 3, and a hood 7 arranged at an upper part of the
upper slewing body 3 so as to cover the operation space 6.

Unless described otherwise, the description is performed
below by using up and down, right and left, and front and rear
directions viewed from an operator seated at the drive seat of
the upper slewing body 3 (see FIG. 3 and others). The pivot
axis RJ of the upper slewing body 3 is an axis parallel to the
up and down direction.

The attachment 10 is swingably supported by a front part of
the upper slewing body 3 around two axes of the vertical axis
V1] parallel to the pivot axis RJ and the horizontal axis HJ
orthogonal to the vertical axis VJ (parallel to the right and left
direction). The attachment 10 includes a boom 13, an arm 12,
a bucket 11, and hydraulic cylinders 14a to 144.

Specifically, the bucket 11 is turnably supported by the
distal end part of the arm 12. The bucket 11 swings around a
first horizontal axis HJ1 parallel to the horizontal axis HJ,
according to expansion and contraction of the hydraulic cyl-
inder 14a as a bucket cylinder that is hydraulically controlled.

A base end part of the arm 12 is supported by the distal end
part of the boom 13. The arm 12 swings around a second
horizontal axis HJ2 parallel to the first horizontal axis HJ1,
according to expansion and contraction of the hydraulic cyl-
inder 145 as an arm cylinder that is hydraulically controlled.

A base end part of the boom 13 is supported by a swing
bracket 15. The boom 13 swings around a third horizontal
axis HJ3 parallel to the first horizontal axis HJ1, according to
expansion and contraction of the hydraulic cylinder 14¢ as a
boom cylinder that is hydraulically controlled.

The swing bracket 15 is supported by a front bracket 30 of
the upper slewing body 3. The swing bracket 15 swings
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4

around the vertical axis VJ (see FIG. 3) parallel to the pivot
axis RJ, according to expansion and contraction of the
hydraulic cylinder 144 as a swing cylinder that is hydrauli-
cally controlled as shown in FIG. 4.

Therefore, in the hydraulic shovel 1, the attachment 10 can
be raised or lowered and be also swung in a right and left
direction by operating the operation lever and the like. To take
balance in a front and rear direction with respect to the attach-
ment 10 that is operating, the upper slewing body 3 has a
counterweight 8 having a large weight disposed at the rear
part of the upper slewing body 3.

The upper slewing body 3 also includes a base 20 which is
excellent in strength and rigidity, to stably support the attach-
ment 10, the counterweight 8, etc.

FIG. 5 is a simplified perspective view of the base 20. The
base 20 includes a bottom plate 21, a pair of vertical plates 22,
the front bracket 30, and a ring-shaped pivot bearing 23 (see
FIG. 8).

The bottom plate 21 includes a steel plate having a large
thickness, frames assembled around the steel plate, etc. The
bottom plate 21 is pivotably supported by the lower propel-
ling body 2 via the pivot bearing 23, as described later. That is,
the pivot bearing 23 is provided between the bottom plate 21
and the lower propelling body 2 so as to permit the bottom
plate 21 to pivot relative to the lower propelling body 2.

The pair of vertical plates 22 is arranged at substantially a
center portion in the right and left direction of the bottom
plate 21, to mainly enhance strength and rigidity in the front
and rear direction of the base 20. Each of the vertical plates 22
is formed of a band-shaped steel plate having a large thick-
ness. The vertical plates 22 are stood on an upper surface of
the bottom plate 21 so as to face each other in the right and left
direction and to be extended to the front and rear direction. In
the hydraulic shovel 1 according to the present embodiment,
the vertical plates 22 are arranged in a V-shape so as to be
separated from each other toward a rear side.

Although not shown in the drawings, a plurality of lateral
beams extended in the right and left direction are disposed on
the bottom plate 21. Strength and rigidity in the right and left
direction of the base 20 are structurally reinforced by the
lateral beams and the vertical plates 22.

The counterweight 8 is mounted on the bottom plate 21 in
a state of being overlapped on the rear parts of the vertical
plates 22 from above, so that the load of the counterweight 8
is received by the rear parts of the vertical plates 22. On the
other hand, the front bracket 30 is attached to front parts of the
vertical plates 22, to receive the load of the attachment 10 to
be operated.

Specifically, the front bracket 30 is fixed to the bottom plate
21 and the vertical plates 22 by welding, in a state that the
front bracket 30 is sandwiched between front end parts of the
vertical plates 22, as shown in detail in FIGS. 6 and 7.

The front bracket 30 is a molded product of integrated
formation of an upper wall part 31, a lower wall part 32, a pair
of'sidewall parts 33, arear wall part 34, and a pair of protruded
parts 40.

The upper wall part 31 and the lower wall part 32 are
wall-shaped portions, each wall part having approximately a
triangular planar shape with a narrow front side. The upper
wall part 31 and the lower wall part 32 are opposite to each
other, by being separated from each other in the up and down
direction.

Each sidewall part 33 is a wall-shaped portion for joining
side edges, that are opposite to each other in the up and down
direction, of the upper wall part 31 and the lower wall part 32.
The sidewall parts 33 are opposite to each other by being
separated to the right and left direction.
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The sidewall parts 33 are provided at only rear-side por-
tions of the upper wall part 31 and the lower wall part 32. The
upper wall part 31 and the lower wall part 32 have respec-
tively front end parts that are protruded to the front of the
sidewall parts 33. Accordingly, at a front side of the front
bracket 30, there are formed a pair of flange walls (supporting
parts) 31a and 32a that are opposite to each other in the up and
down direction, each flange wall having approximately a
triangular planar shape.

A through-hole that penetrates through the flange walls
31a and 32a in the up and down direction is formed in the
flange walls 31a and 32a. In a state that a shaft tube part 15a
of the swing bracket 15 is inserted into between the flange
walls 31a and 32a, a shaft along the vertical axis VI is inserted
into the through-hole of the flange walls 31a and 324 and the
shaft tube part 15a. Accordingly, the swing bracket 15 is
supported by the front bracket 30 (see FIGS. 3 and 9). The
shaft tube part 154 is a shaft that is extended to the up and
down direction.

The rear wall part 34 is a wall-shaped portion positioned at
arear part of the front bracket 30, and for joining a rear part of
the upper wall part 31, arear part of the lower wall part 32, and
rear parts of the sidewall parts 33. The rear wall part 34 is
approximately orthogonal to each of the upper wall part 31,
the lower wall part 32, and the sidewall parts 33, and is
arranged along upper and lower and right and left planes. At
a center portion of the rear wall part 34, there is formed an
opening 34a through which cables and pipes can be inserted.

Abox structure having wall parts that face the up and down,
right and left, and back directions is formed at the rear part of
the front bracket 30, by the upper wall part 31, the lower wall
part 32, the pair of sidewall parts 33, and the rear wall part 34.
Because strength and rigidity of the rear part of the front
bracket 30 are structurally reinforced by the fixed part 35, the
rear part of the front bracket 30 is not easily deflected or
deformed even when the load of the attachment 10 is applied.

The front bracket 30 includes the pair of protruded parts 40
protruded backward from the rear part of the fixed part 35 by
exceeding the rear wall part 34 and also integrally joined to
the upper parts of the sidewall parts 33.

The protruded parts 40 are protruded backward from right
and left corner parts of an upper part of the fixed part 35, and
are formed to become thinner backward, each protruded part
40 having an L-shaped front cross-sectional shape.

Specifically, the protruded parts 40 include a pair of side-
wall protruded parts 41 protruded backward from the rear
parts of the sidewall parts 33 by exceeding the rear wall part
34, and a pair of upper-wall protruded parts 42 joined respec-
tively to the sidewall protruded parts 41 and also protruded
backward from the rear part of the upper wall part 31 by
exceeding the rear wall part 34.

As shown in FIG. 9, each protruded part 40 has a side
surface shape that is spread forward from a rear end 40a of the
protruded part 40. Specifically, out of an edge 41a of the
sidewall protruded part 41, an upper-side portion 41au that
faces an upper side of the protruded part 40 and a lower-side
portion 41ad that faces a lower side of the protruded part 40
are inclined with respect to the front and rear direction so that
an interval between the upper-side portion 4lau and the
lower-side portion 4lad becomes continuously spread for-
ward. The upper-side portion 41au is linearly inclined, and
the lower-side portion 4lad is inclined by being mildly
curved downward from an upper end of the lower-side portion
41ad.

As shown in FIG. 6, each protruded part 40 has a planar
shape spread forward from the rear end 40a. Specifically, the
edge 42a of one upper-wall protruded part 42 that faces the
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other upper-wall protruded part 42 side is inclined with
respect to the front and rear direction by being mildly curved
toward an intermediate part in the right and left direction of
the fixed part 35, proceeding from the rear end 40a of the
protruded part 40 forward.

A front part of an outer side of each sidewall part 33 is
provided with a contact surface 36 that faces backward and is
also extended to the up and down direction. That is, a stage is
formed at a boundary of the contact surface 36, on an outer
side surface of each sidewall part 33. A portion at a rear side
of the contact surface 36 out of the outer side surface of the
sidewall part 33 and an outer side surface of each sidewall
protruded part 41 become a joining surface 37 arranged at an
inner side than a portion of a front side of the contact surface
36 out of the outer side surface of the sidewall part 33. A
portion at front side of the vertical plates 22 of the front
bracket 30 corresponds to extended part.

When the rear part of the front bracket 30 is inserted from
above into between the front end parts of the vertical plates 22
while bringing front end surfaces 22a of the vertical plates 22
into contact with the contact surface 36, joined surfaces 37 are
contacted to opposite surfaces 226 of the front end parts of the
vertical plates 22. The opposite surfaces 225 are surfaces of
the vertical plates 22 that face each other in the right and left
direction.

Because the front end parts of the vertical plates 22 are
arranged to spread the rear sides, the front bracket 30 engaged
between the vertical plates 22 from above is restrained in the
front and rear direction and is restricted from being extracted.
In this state, the front bracket 30 is fixed to the bottom plate 21
and the vertical plates 22 by a plurality of welded portions.

Specifically, as shown in FIGS. 6 and 7, the outer side
surface of each sidewall part 33 of the front bracket 30 is
welded (also referred to as a first welded portion 51) along the
front end surface 22a (the contact surface 36) of each vertical
plate 22 on the contact surface 36. Each vertical plate 22 and
each sidewall part 33 are welded to each other in a state that
the front end surface of each vertical plate 22 and the contact
surface 36 are brought into contact with each other.

The opposite surface 225 of each vertical plate 22 is welded
(also referred to as a second welded portion 52) along an edge
of the joining surface 37 of the front bracket 30.

Specifically, each second welded portion 52 includes a
welded portion between the edge 41a of the sidewall pro-
truded part 41 and the opposite surface 2256 of each vertical
plate 22, and a welded portion between the edge of the side-
wall part 33 in front of the sidewall protruded part 41 and also
at the rear of the contact surface 36 and the opposite surface
22b of each vertical plate 22. These welded portions are
respectively continuous.

Front and rear edges of the lower wall part 32 are welded to
the bottom plate 21. A welded portion between the rear edge
of'the lower wall part 32 and the bottom plate 21 is continuous
to the second welded portion.

Therefore, in the hydraulic shovel 1, strength and rigidity
of the joining structure between the front bracket 30 and the
base 20 are remarkably improved.

That is, the fixed part 35 having a structure for improving
strength and rigidity in the front bracket 30 is disposed to be
embraced by the pair of vertical plates 22 and the bottom plate
21. Therefore, it is possible to secure high strength at portions
where the fixed part 35 is assembled with the vertical plates 22
and the bottom plate 21.

Further, because the protruded parts 40 are provided on the
front bracket 30, a welded range between the front bracket 30
and the vertical plates 22 can be increased. Therefore, it
becomes possible to strengthen the welded portion between
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the front bracket 30 and the vertical plate 22, and it also
becomes possible to mitigate stress concentration, by bearing
the load generated in the front bracket 30 at a wider welded
portion.

As shown in FIGS. 2A and 2B, force that works in the front
bracket 30 by the operation of the attachment 10 includes
force that stretches the upper part of the front bracket 30
forward and force that presses the rear part of the front bracket
30 upward. Therefore, this force tends to work strongly on
particularly the upper part of the front bracket 30.

On the other hand, the protruded parts 40 are protruded
backward from the fixed part 35 at the upper part of the front
bracket 30 to which strong force is applied as shown in FIGS.
2A and 2B. Specifically, the protruded parts 40 are integrally
joined to the upper parts of the sidewall parts 33 and the upper
wall part 31.

Because the protruded parts 40 are welded to the opposite
surfaces 224 of the vertical plates 22, strength and rigidity of
the joining structure of the front bracket 30 and the vertical
plates 22 can be effectively enhanced. Accordingly, even
when strong force works on the front bracket 30, this force
can be effectively received.

Force that strongly works on the upper part of the front
bracket 30 tends to be easily concentrated to particularly
upper ends 51a of the first welded portions 51 and rear ends
52a of the second welded portions 52. When the ends 51a and
52a of the welded portion are close to each other, stress
concentration becomes high, and the welded portions tend to
be easily broken.

On the other hand, according to the hydraulic shovel 1,
because the rear ends 52a of the second welded portions 52
can be separated from the upper ends 51a of the first welded
portions 51 by providing the protruded parts 40 on the front
bracket 30, stress concentration can be effectively mitigated.

Further, the upper-side portion 41au and the lower-side
(rear side) portion 41lad of the edge 41a of the sidewall
protruded part 41 are inclined with respect to the front and
rear direction so that the interval between the upper-side
portion 41au and the lower-side portion 41ad becomes con-
tinuously spread forward.

Accordingly, stress that works on each second welded por-
tion 52 can be effectively dispersed, and stress concentration
can be further mitigated.

Further, because each upper-wall protruded part 42 has a
planar shape spread forward, strength and rigidity of the
protruded part 40 itself can be also reinforced in good bal-
ance. Accordingly, stress concentration to the second welded
portions 52 can be also mitigated.

Further, in the hydraulic shovel 1, the rear ends 40a of the
protruded parts 40 are arranged at the rear of a most front end
23a of an outer peripheral edge of the pivot bearing 23, as
shown in FIGS. 8 and 9.

That is, in a planar view, when a tangent line in contact with
the most front end 23a of the outer peripheral edge of the pivot
bearing 23 is drawn, the rear ends 40q of the protruded parts
40 are arranged at the rear of tangent line (a distance between
the most front end 234 and the rear ends 40q are indicated by
L in FIGS. 8 and 9).

Accordingly, strength and rigidity of the joining structure
of the front bracket 30 can be further improved.

Specifically, because a circular region at an inner side than
the outer peripheral edge of the pivot bearing 23 on the bottom
plate 21 is supported by the pivot bearing 23 along a whole
periphery of the pivot bearing 23, the circular region is a
high-rigidity region with substantially no deflection or defor-
mation. Because of presence of the high-rigidity region, a
portion at the rear of the most front end of the outer peripheral
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edge of the pivot bearing 23 on the bottom plate 21 is less
deflected or deformed than a front portion.

Each rear end 40a of each protruded part 40, that is, the rear
end 52a of the second welded portion 52, is arranged on the
vertical plate 22 positioned at a portion at the rear of the most
front end of the outer peripheral edge of the pivot bearing 23
on the bottom plate 21, where the bottom plate 21 is not easily
deflected or deformed. Accordingly, stress concentration to
the second welded portion 52 can be further mitigated.

When at least one of the rear ends 40a of the protruded
parts 40 is arranged at the rear of the most front end 23a of the
pivot bearing 23, stress concentration to the second welded
portion 52 can be mitigated.

According to the above embodiment, because the interval
between the upper-side portion 41au and the lower-side por-
tion 41ad of the edge 41a of the sidewall protruded part 41 is
continuously spread forward, a rapid change of an angle of
the edge 414 of the protruded part 40 can be avoided. There-
fore, stress that works on the welded portion between the
protruded part 40 and the opposite surface 2256 can be effec-
tively dispersed.

According to the above embodiment, because each pro-
truded part 40 is formed by the sidewall protruded part 41 and
the upper-wall protruded part 42 that are arranged in a mutu-
ally crossing direction, strength of the protruded part 40 can
be improved as compared with the case of forming the pro-
truded part 40 by only the sidewall protruded part 41.

However, it is not the intension to exclude formation of the
protruded part 40 by only the sidewall protruded part 41.

According to the above embodiment, because the welded
portion between the protruded part 40 and the vertical plate 22
and the welded portion between the fixed part 35 and the
vertical plate 22 are continuously formed, stress can be effec-
tively dispersed at both the welded portions.

According to the above embodiment, because the welded
portion between the fixed part 35 and the vertical plate 22 and
the welded portion between the fixed part 35 (the lower wall
part 32) and the bottom plate 21 are continuously formed,
stress can be more effectively dispersed at both the welded
portions.

According to the above embodiment, because the portions
(the extended parts) at the front sides of the contact surfaces
36 of the front bracket 30 and the vertical plates are welded in
a state that the contact surfaces 36 and the front end surfaces
22a ofthe vertical plates 22 are brought into contact with each
other, deflection in the up and down direction of the vertical
plates 22 and the front bracket 30 can be suppressed.

According to the above embodiment, the swing bracket 15
can be supported by using the portions (the extended parts),
welded to the front end surfaces 22a of the vertical plates 22,
in front of the contact surfaces 36 of the front bracket 30.

(Modifications and Others)

The working machine according to the present invention is
not limited to the above embodiment, and also includes other
various configurations.

Thelower-side portion 41ad of the edge 414 of the sidewall
protruded part 41 is not necessarily required to be inclined in
a curve. For example, as shown in FIG. 10A, the lower-side
portion 41ad may be linearly inclined as shown in FIG. 10A.

Thelower-side portion 41ad of the edge 414 of the sidewall
protruded part 41 is not necessarily required to be inclined
with respect to the front and rear direction, and may be formed
along the front and rear direction, as shown in FIG. 10B. In
this case, the protruded part 40 has an [.-shape in a side view.

Contrarily, the upper-side portion 41au of the edge 41a of
the sidewall protruded part 41 may be inclined in a curve.
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When at least one of the upper-side portion 41au and the
lower-side portion 41ad of the edge 41a of the sidewall pro-
truded part 41 is inclined with respect to the front and rear
direction, stress concentration can be mitigated.

As shown in FIG. 11, the front bracket 30 may be formed of
aplurality of steel plates that are joined to each other, without
being limited to molding.

The above detailed embodiment mainly includes an inven-
tion having the following configuration.

That is, the present invention provides a working machine
comprising a lower propelling body, an upper slewing body
provided pivotably around a pivot axis set in advance on the
lower propelling body, and an attachment supported swing-
ably by a front part of the upper slewing body around two
axes, which are a vertical axis parallel to the pivot axis and a
horizontal axis orthogonal to the pivot axis, wherein the upper
slewing body has a bottom plate pivotably supported by the
lower propelling body, a pair of vertical plates stood on the
bottom plate so as to face each other in a right and left
direction and to be extended to a front and rear direction, a
swing bracket swingably supporting the attachment around
the horizontal axis, and a front bracket swingably supporting
the swing bracket around the vertical axis, wherein the front
bracket includes a fixed part fixed to the bottom plate and the
vertical plate, and the fixed part having an upper wall part and
a lower wall part opposite to each other in an up and down
direction, a pair of sidewall parts opposite to each other in the
right and left direction and also joining the upper wall part and
the lower wall part, and a rear wall part joining a rear part of
the upper wall part, a rear part of the lower wall part, and rear
parts of the pair of sidewall parts, and a pair of protruded parts
protruded backward from a rear part of the fixed part by
exceeding the rear wall part and also integrally joined respec-
tively to the upper parts of the sidewall parts, wherein the
fixed part and both of the protruded parts are sandwiched
between opposite surfaces that are opposite to each other at
front parts of both of the vertical plates, and wherein the
protruded parts are welded to the opposite surfaces of the
vertical plates that are brought into contact with the protruded
parts, and each welded portion between the protruded part
and the opposite surface of the vertical plate is formed along
an edge of the protruded part that is in contact with the
opposite surface of the vertical plate.

In the present invention, the fixed part has an upper wall
part, a lower wall part, a pair of sidewall parts, and a rear wall
part, as a structure for improving strength and rigidity of the
front bracket. Further, there are provided protruded parts that
are protruded backward from the rear part of the fixed part by
exceeding the rear wall part and are also integrally joined
respectively to upper parts of the sidewall parts.

Further, the fixed part and protruded parts are sandwiched
between opposite surfaces of front parts of vertical plates, and
welded portions between the protruded parts and opposite
surfaces of the vertical plates are formed respectively along
edges of the protruded parts that are in contact with the
opposite surfaces of the vertical plates.

As described above, according to the present invention, the
fixed part having the structure for improving strength and
rigidity of the front bracket is set to be disposed by the pair of
vertical plates and the bottom plate. Therefore, it is possible to
secure high strength and rigidity at portions where the fixed
partis assembled with the vertical plates and the bottom plate.

Further, because the protruded parts are provided on the
front bracket, a welded range between the front bracket and
the vertical plates can be increased. Therefore, it becomes
possible to strengthen the welded portion between the front
bracket and the vertical plate, and it also becomes possible to
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mitigate stress concentration, by bearing the load generated in
the front bracket at a wider welded portion.

Particularly, the protruded parts are joined to the upper
parts (the upper parts of the sidewall parts) of the front bracket
to which strong force is applied as shown in FIGS. 2A and 2B.
Therefore, strength and rigidity of the joining structure of the
front bracket can be effectively enhanced.

In the working machine, preferably, the upper slewing
body includes a pivot bearing provided between the bottom
plate and the lower propelling body so as to permit the bottom
plate to pivot relative to the lower propelling body and also
having a circular shape in a planar view, wherein a rear end of
at least one of the protruded parts is arranged at the rear of a
most front end of an outer peripheral edge of the pivot bear-
ing.

Because the region of the bottom plate supported by the
pivot bearing is little deflected or deformed, a portion at the
rear of the most front end of the outer peripheral edge of the
pivot bearing on the bottom plate is not easily deflected or
deformed as compared with a front portion.

Therefore, by arranging the rear end of the protruded part
onthe vertical plate positioned at a portion of the bottom plate
that is not easily deflected or deformed, like the above aspect,
stress concentration at the welded portion of the rear end of
the protruded part can be mitigated.

In the working machine, preferably, in the edge of the
protruded part that is in contact with the opposite surface of
the vertical plate, at least one of an upper-side portion that
faces an upper side of the protruded part and a lower-side
portion that faces a lower side of the protruded part is inclined
to the front and rear direction so that an interval between the
upper-side portion and the lower-side portion becomes con-
tinuously spread forward.

According to the above aspect, because the interval
between the upper-side portion and the lower-side portion of
the edge of the protruded part is continuously spread forward,
a rapid change of the angle of the edge of the protruded part
can be avoided. Therefore, stress that works on the welded
portion between the protruded part and the opposite surface
can be effectively dispersed.

In the working machine, preferably, the protruded parts
include sidewall protruded parts that are protruded backward
from the sidewall parts by exceeding the rear wall part, and
upper-wall protruded parts that are joined to the sidewall
protruded parts and are protruded backward from the upper
wall part by exceeding the rear wall part.

According to the above aspect, because each protruded part
can be formed by the sidewall protruded part and the upper-
wall protruded part that are arranged in a mutually crossing
direction, strength of the protruded part can be improved as
compared with the case of forming the protruded part by only
the sidewall protruded part.

In the working machine, preferably, the fixed part is welded
to the opposite surface of the vertical plate continuously from
the welded portion between the protruded part and the oppo-
site surface of the vertical plate.

According to the above aspect, because the welded portion
between the protruded part and the vertical plate and the
welded portion between the fixed part and the vertical plate
can be continuously formed, stress can be eftectively dis-
persed at both welded portions.

In the working machine, preferably, the fixed part is welded
to an upper surface of the bottom plate continuously from the
welded portion between the fixed part and the opposite sur-
face of the vertical plate.

According to the above aspect, because the welded portion
between the fixed part and the vertical plate and the welded
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portion between the fixed part and the bottom plate can be
continuously formed, stress can be effectively dispersed at
both welded portions.

In the working machine, preferably, the front bracket
includes an extended part that is extended from the fixed part
to the front of the vertical plates, and the extended part has a
pair of contact surfaces that are respectively brought into
contact with front end surfaces of the vertical plates and is
also welded to the vertical plate along the contact surface in a
state where the contact surface and the front end surface of the
vertical plate are brought into contact with each other.

According to the above aspect, because the extended part
and the vertical plates are welded to each other in a state that
the contact surfaces of the extended part and the front end
surfaces of the vertical plates are brought into contact with
each other, deflection in the up and down direction of the
vertical plates and the front bracket can be suppressed.

In the working machine, preferably, the extended part is
provided with a supporting part that swingably supports the
swing bracket around the vertical axis.

According to the above aspect, the swing bracket can be
supported by using the extended part welded to the front end
surface of the vertical plates.

This application is based on Japanese Patent application
No. 2013-009570 filed in Japan Patent Office on Jan. 22,
2013, the contents of which are hereby incorporated by ref-
erence.

Although the present invention has been fully described by
way of example with reference to the accompanying draw-
ings, it is to be understood that various changes and modifi-
cations will be apparent to those skilled in the art. Therefore,
unless otherwise such changes and modifications depart from
the scope of the present invention hereinafter defined, they
should be construed as being included therein.

What is claimed is:

1. A working machine comprising a lower propelling body,
anupper slewing body provided pivotably around a pivot axis
set in advance on the lower propelling body, and an attach-
ment supported swingably by a front part of the upper slewing
body around two axes, which are a vertical axis parallel to the
pivot axis and a horizontal axis orthogonal to the pivot axis,

wherein the upper slewing body has a bottom plate pivot-

ably supported by the lower propelling body, a pair of
vertical plates stood on the bottom plate so as to face
each other in a right and left direction and to be extended
to a front and rear direction, a swing bracket swingably
supporting the attachment around the horizontal axis,
and a front bracket swingably supporting the swing
bracket around the vertical axis,

wherein the front bracket includes:

afixed part fixed to the bottom plate and the pair of vertical

plates, the fixed part having an upper wall part and a
lower wall part opposite to each other in an up and down
direction, a pair of sidewall parts opposite to each other
in the right and left direction and also joining the upper
wall part and the lower wall part, and a rear wall part
joining a rear part of the upper wall part, arear part of the
lower wall part, and rear parts of the pair of sidewall
parts, and
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wherein the fixed part and both of the protruded parts are
sandwiched between opposite surfaces that are opposite
to each other at front parts of both of the vertical plates,
and

wherein the protruded parts are welded to the opposite
surfaces of the pair of vertical plates that are brought into
contact with the protruded parts, and each welded por-
tion between the protruded part and the opposite surface
of the vertical plate is formed along an edge of the
protruded part that is in contact with the opposite surface
of the vertical plate.

2. The working machine according to claim 1, wherein

the upper slewing body includes a pivot bearing provided
between the bottom plate and the lower propelling body
so as to permit the bottom plate to pivot relative to the
lower propelling body and also having a circular shape
in a planar view, and

a rear end of at least one of the protruded parts is arranged
at the rear of a most front end of an outer peripheral edge
of the pivot bearing.

3. The working machine according to claim 1, wherein

in the edge of each protruded part that is in contact with the
opposite surface of the vertical plate, at least one of an
upper-side portion that faces an upper side of the pro-
truded part and a lower-side portion that faces a lower
side of the protruded part is inclined to the front and rear
direction so that an interval between the upper-side por-
tion and the lower-side portion becomes continuously
spread forward.

4. The working machine according to claim 1, wherein

the pair of protruded parts include sidewall protruded parts
that are protruded backward from the sidewall parts by
exceeding the rear wall part, and upper-wall protruded
parts that are joined to the sidewall protruded parts and
are protruded backward from the upper wall part by
exceeding the rear wall part.

5. The working machine according to claim 1, wherein

the fixed part is welded to each of the opposite surfaces of
the pair of vertical plates continuously from the welded
portion between the pair of protruded parts and the
opposite surfaces of the pair of vertical plates.

6. The working machine according to claim 5, wherein

the fixed part is welded to an upper surface of the bottom
plate continuously from the welded portion between the
fixed part and the opposite surfaces of the pair of vertical
plates.

7. The working machine according to claim 1, wherein

the front bracket includes an extended part that is extended
from the fixed part to the front of the vertical plates, and

the extended part has a pair of contact surfaces that are
respectively brought into contact with front end surfaces
of the vertical plates and is also welded to each of the
vertical plates along the respective contact surface in a
state where the respective contact surface and the
respective front end surface of the vertical plate are
brought into contact with each other.

8. The working machine according to claim 7, wherein the

extended part is provided with a supporting part that swing-
ably supports the swing bracket around the vertical axis.
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